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INTERNAL/EXTERNAL PRE-FORMED 
CORNER FIXING DETAILS
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H-SECTIONS CAN BE FIXED TO:

- MASONRY CONSTRUCTION
- GYPROC METAL STUDS
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VERTICAL FIXING

MECHANICALLY FIXED

ADHESIVE

WALL WALL
MECHANICAL FIX DEPENDENT 
UPON SUBSTRATE

APPLY ADHESIVE TO REAR OF PANEL – 
USE HYGIENIK HIGH TACK ADHESIVE
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WALL TO FLOOR DETAIL  
FOR TILE/RESIN COVE

J-SECTION PROFILE  
SITS ON SKIRTING TILE  
OR FLOOR

FLOOR

WALL

QUARRY COVE RESIN TILE

WALL TO FLOOR DETAIL FOR  
VINYL FLOOR – CAP AND COVE

WALL TO FLOOR DETAIL  
FOR EPOXY RESIN

FLOOR

WALL

PVC VINYL 
FLOOR 
CAPPING 
PROFILE

PANEL  
SITS ON 
FLOOR

MECHANICALLY 
FIXED

VINYL FLOOR

COVE FORMER

FLOOR

WALL

STAINLESS 
STEEL 
BIRDS 
BEAK 
CAPPING

PANEL  
SITS ON 
FLOOR

MECHANICALLY 
FIXED

EPOXY RESIN



WALL

WALL

HEAD DETAIL WITHOUT  
SUSPENDED CEILING

HEAD DETAIL WITH 
SUSPENDED CEILING 

WALLWALL

PVC OR  
POWDER COATED 
ALUMINIUM 
ANGLE

THERMOFORMED  
NON-RIGHT ANGLED 
INTERNAL/EXTERNAL  
CORNERS 

EXTERNAL ANGLES –  
STAINLESS STEEL

PAINTED SHADOW 
BATTEN

CEILING

STAINLESS 
STEEL

THERMOFORMED CORNERS  
CAN BE FITTED TO NON-
RIGHT ANGLED CORNERS. 
SITE DIMENSIONS ARE 
REQUIRED.
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For further information or technical advice

Call 01274 578 051 
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www.hygienee.com

Notes
H-Panel is a robust 10mm sheet that does not require a plumb and flush wall to achieve a uniform finish.  
It can be fitted direct to blockwork and stud partitions, reducing preparation time. It hides wall imperfections 
and is impact resistant. It can be thermoformed to create perfect internal and external corners.

We recommend Hygienik One Part Polymer Bonding for effective adhesion to all substrates.

Cleaning strategy for O&M manuals
See CSO&M data sheet
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